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The following Manual for the Cambridge CNAV 40 and 50 has been extracted from the
archives held by Dickie Feakes, the UK Cambridge Service Dealer
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INSTALLATION AND OPERATION MANUAL
CAMBRIDGE MK-IV NAV DIRECTOR
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INTRODUCTION

This manual covers the installation and operation of the
MK-IV NAV DIRECTOR, when used in conjunction with Cambridge
Variometers.

The NAV is a state-of-the-art, sophisticated instrument
which will provide you with good service. It is important that
it be correctly installed and adjusted. Take time to thoroughly
familiarize yourself with all aspects of operation, so it becomes
automatic. In this way, you will be prepared to make fullest use
of the instrument, and soon develop preferred ways of your own of
using it.

Familiarization with quickly and accurately entering altitude
and distance is of particular benefit. It can be extensively prac-
ticed on the ground until it becomes second-nature,

FEATURE SUMMARY

Features of the MK-IV NAV System depend on the type of Vario-
meter that is used, as follows:

FEATURE USED WITH USED WITH
Varioneter All MK-IV Varios, CvV540-60. CVS140-160
| cPT40-60. After S/N 1300,

Relative Vario Yes, selectable No
| at user option,

Altitude Yes No

Compensation

Repeater For Yes Yes

Second Seat

Speed-To-Fly Yes Yes

Function

Averager Yes Yes

4-Function . i Yes i s _‘f-e;s_- )
Audio I
Full Final Yes Yes [

Glide Computer

Distance Flown

yes, after s/n 270
Computer

yes,from s/n 270

"Bug Polars" yes, from s/n 270 yes, from s/n 270

Variable Wing from s/n 270 yes, from s/n 270

Loading in flight

yes











































